
356

367

371

360/1

360/2

357/4

3138/42

3138/43

3138/44

360/3

360/4

282

354/1

354/2

354/3

354/4

354/5
354/6

354/7

355

361

362

363

364
365

366

351/1

351/5

357/1

354/9

3140/9

3140/34

3140/35

3140/37

279/2

279/3

279/4

279/5

280/2

280/7

3140/12

3140/38

15/1

15/2

16

17

20

28
30

31

33

34/1

34/5

358

3138/4

15/3
32/4

32/7

34/16

3138/41

24/1

22/1
22/2

11/3

19/2

18/1

19/1

273

275/1

275/2

275/3

281

283

352353

359

34/13

34/14

34/15

274/1

274/2

274/3

351/6

351/7

3140/10

3140/11

258

276

280/5

1036/7

1036/14

3140/5

3140/6

26

27

29

263/1

263/2

263/3

263/4
264/1

264/2

264/3

266

267

268

271

272

32/3

269/1

269/2

21/2

23/123/2

24/2

263/6

270/1 270/2

575/15

25/125/2

269/3

265/1

265/2

259

260

261/1

261/2

261/3

261/4

261/5

261/6

261/7

261/8

262
21/1

575/22

263/7

126/4

127/7

3146/32
3146/33

468(P)/14

1505(P)/4a

126(P)/18

130(P)/20

879(P)/16

901(P)/12

902(P)/4

911(P)/2

1280(P)/2a

1295(P)/2b

1296(P)/2c

1297(P)/2d

1298(P)/2e

22(P)/2

151(P)/1

227(P)/4

366(P)/2

984(P)/4

1286(P)/3

1287(P)/5

1515(P)/3a

106(P)/9 164(P)/10

226(P)/8

231(P)/3

235(P)/3a

260(P)/1

264(P)/3

329(P)/5

358(P)/1

501(P)/2

525(P)/11

924(P)/7

1030(P)/6

1248(P)/4a

1250(P)/4c

1253(P)/4b

1279(P)/9a

1301(P)/2h

rozsah odstávky

29 m
1 : 800
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